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BASIC P/N M333-4

THIRD ANGLE PROJECTION

20.562 X (BUSHING)
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         J1 TO UPS
MS3452W20-27P OR EQ. BUSHING ASSY . 2 PL.

JONATHAN P.N. 1010-406 OR EQ.
(SUPPLIED WITH PIN ASSEMBLY
JONATHAN P.N. 1005-406 OR EQ.)
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20.38 (CONNECTORS)

     J2  TO NEXT BATTERY
   MS3452W20-27S OR EQ.
WITH DUST CAP MS25043-20D

     HANDLE  ROUND 90v 2 POSITION
  "AMATOM "   P/N 11727-SS-2528-7  OR EQ.
                         2 PLACES

1.0 MAX

3.37

THREAD #10-32 UNF,
      `  .31  MIN 
        2 PLACES

1.07
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8.000

14.000
15.000

18.000

19.000

THREAD CRE'S INSERT   .190-32  UNF  14  PLACES.
(SCREWS SHOULD NOT PENETRATE TO WALL  BY  MORE  THAN .34".)
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OPTIONAL  SLIDE ASS'Y SET:  ACTRON P/N A5520-23 OR EQ. 
( USE  FLH SCREWS  # 10-32 X 1/2"  MS24693-C272  )

2.
0

1.00

1.52X 

1.4

13
.7

2.
8

12
.2

.12X 

 2X  O  .52 MIN
 SCREW HEAD CLEARANCE.

PAINTED GRAY
COLOR NO 26307
PER FED-STD-595

  TOTAL WEIGHT INCULDING 
SLIDES & PINS 108  POUND MAX.
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FINISH :    FRONT  PANEL MOUNTING INTERFACES MIL - C - 5541 CL  3.

                ALL OTHER   UNPAINTED SURFACES - MIL - C - 5541 CL 1A

J9372 A ECO. INC. 31.JAN.12 A.Y.

ECO. INC. 12.NOV.15 E.S.BJ17719


