
COMPUTER GENERATED
DO NOT MANUALLY ALTER

A

12345678

B

C

D

12345678

D

C

B

A

ECNZONE DESCRIPTIONREV APPROVEDDATE
REVISIONS

APPLICATION

USED ONNEXT ASSY

PER ASSY
QTY REQD

FIN ALNEXT

NO.
DASH
PART

UPS
OUTLINE DIMENSIONS

 

M359001

 

1:2
QAPPROVED

CHECKED

DRAWN

DATEAPPROVALS

CONTRACT NO.

TITLE

REV.DWG. NO.

SHEETSCALE

CAGE CODESIZE

D 5YWX2
1 OF 2

A.Y.
E.S.

 

05.04.19
05.04.19

MILPOWER SOURCE.

63
M359-1

A.Y. 05.09.29

DO NOT SCALE DRAW ING

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCH.
TOLERANCES ARE:

DECIMALS ANGLES
.XX± 0.03
.XXX±  0.015

± 5

SURFACE ROUGHNESS

PER

MATERIAL
AL 5052-H32  OR AL 6061-T651
FINISH : CONVERSION COATING
PER MIL-C-5541 CL 1A

C.G.

20.262X (BUSHING)
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1.50 MAX

21.76

PLUG IN , FRONT LOAD 
BATTERY PACK (HOT SWAP)

BUSHING ASSY. 2 PL.
 JONATHAN P.N. 1010-406 OR EQ.

CHASSIS GND
.190-32 UNF
.40  DEEP 2PL.

 22.00 MAX.

BASIC P/N M359-1

THIRD ANGLE PROJECTION

J2  AC OUTPUT
MS3102A-20-19S OR EQ.

J1 AC INPUT
MS3102A-20-19P OR EQ.

 FAN
 (AIR OUTLET)

21.07

20.82
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55
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POWER ON/OFF SWITCH

J5 RS-232
D- TYPE 9S

J3 DRY CONTACTS
D- TYPE 9P

J4 REMOTE  SWITCHES
D-TYPE 15S
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R .1420X

AIR INLET

FOLDING HANDLE 3 PL.
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4FAN PROTECT

J6 SNMP (INLET SIDE)
   RJ-45 (CAT5)

20.20

.80
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18.001.07

      UPS/BYPASS 
INPUT SELCT SWITCHES

      UPS/BYPASS 
OUTPUT SELCT SWITCHES

 22.45 OR 23.25 (CLOSED)
46.95 OR 47.75  (OPENED)

2.
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(.45 OR 1.25)

SLIDE

SLIDE

TOTAL WEIGHT  (NO SLIDE ) 133 POUND
BATT WEIGHT : 52 POUND
SLIDES & PINS SET : 6.5 POUND

.80

.80 H8192 A ECO. INC. 02.NOV.05 E.S.
H8217 B ECD. INC. 09.NOV.05            E.S.

.862

.626
1.124

.626
1.124

R .3510X

H8337 C ECO. INC. 05.DEC.05 E.S.

J4302      F       ECO.INC                                         04.AUG.09        E.S

10.6 u1

J2326      D       ECO.INC                                         08.JUN.08        E.S

9.
5
u 

1

J2622      E       ECO.INC                                         26.AUG.08        E.S

SLIDE ASS'Y SET: 
LEFT    "ACTRON" P.N. A5736-0111-003  OR. EQ.
RIGHT  "ACTRON" P.N. A5736-0111-004  OR. EQ.
( USE  FLH SCREWS  # 10-32 X 1/2"  MS24693-C272 OR EQ.  )

THREAD CRE'S INSERT   .190-32  UNF  24 PLACES.
(SCREWS SHOULD NOT PENETRATE TO WALL  BY  MORE  THAN .34".)

J5636     G        ECO.INC                                         15.APR.10        E.S
J8127      H        ECO.  INC.                                      29.JUNE.11        E.S

J14559    J        ECO.  INC.                                      10.JUNE.14        E.S

AMP RATING :
36 AMP FOR M359-1-0 . . .
20 AMP FOR M359-1-1 . . .

P/N PLATE (SEE ORDER P/N ON SHEET 2)

K ECO. INC. 21.JUNE.15 E.S.J16889
ECO.  INC.LJ17428 20.SEP.15 E.S.

1

1

NOTE:

J6 (RJ45) IS USED ONLY IN M359-1-X-1-X-X1

E.S.6.NOV.2017ECO.  INC.MR12487
R55938 N ECO.  INC. 24.OCT.2022 E.S.

R58632 P CHANGE CAGE CODE F. OB7R6 TO. 5YWX2 28.MAR.2023 E.S.
R61626 Q ECO. INC. 22.JUNE.2023 E.S.


